LCD: 1024 x 768, 600 cd/m2,
Touch : 4096 x 4096 resolution

IP-65, 66, 67, 68, NEMA-4, 12
100% water-proof front

VESA-75, VESA-100

Side View
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Specifications

LCD Display data :
15" TFT LCD color display

LCD Resolution
1024 x 768 resolution

Brightness of LCD (Luminance)
600 cd/m2 ultra high brightness

6 x CCFL backlight tubes

Backlight tube life : 50,000 hours
Option : 1700 nits Sunlight-readable
LCD is available for your request.

Number of Colors :
16.77 millions colors.

View Angle :
Left and right : 130 degree;
Up and down : 120 degrees

Pixel Pitch :
0.264 x 0.264 mm

Life of lamp tubes :
50,000 hours

Aluminum Front Bezel
10mm thick solid Aluminum bezel for
panel-mount

Water-resistant front :
100% water proof front.
67, 68, NEMA-4, 12.

Meet IP-65, 66,

Housing (enclosure) :
Rigid steel construction with electro
galvanized anti-rust surface treatment.

Color of housing :
Black color is standard. Silver color is
optional

Touch Screen : (optional)
6-wire Resistive touch screen, serial
interface. Optional USB touch.

Wall-mount standard

Meets VESA-75 and VESA-100
universal wall mount standard. provided
for easy convenient wall mounting.

VGA port :
Standard universal 15-pin D-sub VGA
port.

OSD control buttons :
On-Screen-Display buttons and Power
switch button are located at the rear
side. This OSD buttons can control
screen position Up, Down, Left, Right,
Brightness, Contrast ratio, menu, power
switch.

Vibration and Shock resistant :
Meets industrial strict IEC-86006
standards

Power Supply :

Universal 100 — 240V AC power supply
Option : DC 12V, 24V, 28V, are
available for your request

Order information :

LCM-150T-AL

15" industrial LCD monitor
with Aluminum front bezel
and touch screen




